
Easy. DomusLift quick installation procedure requires limited 
masonry works, thanks to the car which is always supplied 
with walls on three sides. It requires a reduced consumption 
of energy and uses the standard energy 230V outlets. The 
putting into service requires limited bureaucratic formalities.

Safe. The car is closed on three sides and the photocells 
inside guarantee passengers’ safety. Operating keys on 
the pushbutton panels prevent the use from unauthorised 
persons. In case of power failure an automatic device brings 
the car to landing and allows the alighting of passengers.

A user-friendly home Aluminium shaft structure
DomusLift travels inside a robust and 
elegant aluminium structure, called 
shaft structure.

Masonry shaft
DomusLift can also be installed within 
your house. It serves  period and modern 
buildings without affecting their style.

Accessible. DomusLift 
is sold at a reasonable 
price. The range of special 
accessories, such as the 
fully operational remote 
control, makes it ideal 
also for impaired mobility 
persons.
Comfort for everybody.

Reliable. Thanks to 
its quality structure it 
offers 3-year guarantee 
and requires reduced 
maintenance costs.
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Functionality everywhere

Shops and restaurants,
shopping centres, offices, 
hotels and plants offer an 
easy access to all levels 
thanks to DomusLift.
Easy to install, DomusLift 
is the ideal solution for 
an easy mobility inside 
public and working areas.

The wide choice of 
models and features 
meets any requirements, 
for new or existing 
buildings.

Installation flexibility, 
service capacity and 
aesthetic input are 
DomusLift key features.

Outdoor
DomusLift can be installed outdoor 
and requires reduced masonry works, 
offering easy access to the building top 
floors without affecting the architectural 
context. 
Its all-aluminium structure is also 
paintable and makes it weatherproof 
guaranteeing lifetime durability.



Exclusive style
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by

Design High-Tech

DomusLift elegance is now

enriched with

Giugiaro Architettura design:

a special attention

to detail from the

innovative lighting system

creating new atmospheres

to the subtle sophistication

of the touch screen

pushbutton panel.

Classic style

The new DomusLift Classic

range is conceived

for those loving

warm and wrapping atmospheres 

given by the wood.

The particular “wood effect”

of the aluminium is

obtained by means

of a special painting.



The standard controller is provided in 
a special cabinet of small dimensions 

(600x280x1000mm).
It can be easily concealed in the cellar 
or garage, because it can be installed 

up to 7 metres far from the DomusLift.
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 sss sss ssss ssss sss sss sss
 1C/1 1C/2 1C/3 1C/4 1C/5 1C/6 1C/7

A 800 800 800 1000 1000 1000 800 
Car

B 800 1000 1300 1300 1000 800 1200

C 1160 1160 1160 1360 1360 1360 1160 
Shaft

D 950 1150 1450 1450 1150 950 1350

P 750 750 750 950 950 950 750 Door

Kg 250 250 250 250 250 250 250 Load

 sss sss sss sss sss sss
 1L/1 1L/2 1L/3 1L/4 1L/5 1L/6

A 800 1000 1300 1300 1000 800  
Car

B 800 800 800 1000 1000 1000 

C 1030 1230 1530 1530 1230 1030  
Shaft

D 1110 1110 1110 1310 1310 1310 

P 750 950 950 950 950 750  Door

Kg 250 250 250 250 250 250  Load

 sss sss sss sss sss sss
 2A/1 2A/2 2A/3 2A/4 2A/5 2A/6
A 800 800 800 1000 1000 1000  

Car
B 800 1000 1300 1300 1000 800 

C 1110 1110 1110 1310 1310 1310  
Shaft

D 980 1180 1480 1480 1180 980 

P1 750 750 750 950 950 950  Door

P2 750 950 950 950 950 750  Door

Kg 250 250 250 250 250 250  Load

 sss sss ssss ssss sss sss sss
 2P/1 2P/2 2P/3 2P/4 2P/5 2P/6 2P/7

A 800 800 800 1000 1000 1000 800 
Car

B 800 1000 1300 1300 1000 800 1200

C 1160 1160 1160 1360 1360 1360 1160 
Shaft

D 920 1120 1420 1420 1120 920 1320

P 750 750 750 950 950 950 750 Door

Kg 250 250 250 250 250 250 250 Load

!

D L - 1 C

D L - 1 L

D L - 2 A

D L - 2 P

* Clear width 
between shaft 

walls.

A wide range is 
available, with 

dimensions 
different from 

the standard 
models.

Technical data
Travel 12 m max
Pit  100 mm min 
Headroom 2450 mm min 
Rated load 250 Kg
No. of stops 5 max
Speed 0,15 m/s max
Rated power 1,1 kw
Supply voltage 230 V

Standard models

Brick built or concrete hoistway*



Accessories:
• fully operational remote control
 (call, door opening and floor change)
• automatic door opening
• voice synthesiser when stopping at a landing
• car display
• MOX® phone alarm device
• gong (sound signal at landing)

The DomusLift
lifting platform
complies with
the Machinery Directive
(98/37/EC) and with 
all essential law 
requirements.
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 sss sss ssss ssss sss sss sss
 1C/1 1C/2 1C/3 1C/4 1C/5 1C/6 1C/7

A 800 800 800 1000 1000 1000 800 
Car

B 800 1000 1300 1300 1000 800 1200

C 1330 1330 1330 1530 1530 1530 1330 
Shaft

D 1070 1270 1570 1570 1270 1070 1470

P 750 750 750 950 950 950 750 Door

Kg 250 250 250 250 250 250 250 Load

 sss sss sss sss sss sss
 1L/1 1L/2 1L/3 1L/4 1L/5 1L/6

A 800 1000 1300 1300 1000 800  
Car

B 800 800 800 1000 1000 1000 

C 1250 1450 1700 1700 1450 1250  
Shaft

D 1225 1225 1225 1425 1425 1425 

P 750 950 950 950 950 750  Door

Kg 250 250 250 250 250 250  Load

 sss sss sss sss sss sss
 2A/1 2A/2 2A/3 2A/4 2A/5 2A/6
A 800 800 800 1000 1000 1000  

Car
B 800 1000 1300 1300 1000 800 

C 1290 1290 1290 1490 1490 1490  
Shaft

D 1145 1345 1645 1645 1345 1145 

P1 750 750 750 950 950 950  Door

P2 685 750 950 950 750 685  Door

Kg 250 250 250 250 250 250  Load

 sss sss ssss ssss sss sss sss
 2P/1 2P/2 2P/3 2P/4 2P/5 2P/6 2P/7

A 800 800 800 1000 1000 1000 800 
Car

B 800 1000 1300 1300 1000 800 1200

C 1330 1330 1330 1540 1545 1530 1330 
Shaft

D 1040 1240 1540 1540 1240 1040 1440

P 750 750 750 950 950 950 750 Door

Kg 250 250 250 250 250 250 250 Load

D L - 1 C

D L - 1 L

D L - 2 A

D L - 2 P

** Fixing of at least 
3 uprights at pit, 
headroom and 
each floor level.

DomusLift 
requires a pit
of 100 mm
or an access 
ramp.
A 2450 mm 
headroom 
is enough for 
a tackle ram 
system and
2350 mm
for telescopic 
ram.

!

Standard models

Aluminium shaft**



10

 sss s
 1CS1 1CS2

A 800 550 
Car

B 800 690

C 1150 900 
Shaft

D 890 780

P 800 550 Door

Kg 250 250 Load

 sss s
 1LS1 1LS2

A 800 580 
Car

B 800 550

C 1005 785 
Shaft

D 1070 820 

P 800 580 Door

Kg 250 250 Load

 sss s
 2AS1 2AS2

A 795 595 
Car

B 795 620

C 1070 870 
Shaft

D 955 780

P1 750 550 Door

P2 750 575 Door

Kg 250 250 Load

 sss s
 2PS1 2PS2

A 800 550 
Car

B 800 700

C 1150 900 
Shaft

D 880 780

P 800 550 Door

Kg 250 250 Load

D L - 1 C

D L - 1 L

D L - 2 A

D L - 2 P

Aluminium shaft

 sss s
 1CS1 1CS2

A 800 550 
Car

B 800 760

C 1280 1030 
Shaft

D 1020 980

P 800 550 Door

Kg 250 250 Load

 sss s
 1LS1 1LS2

A 800 550 
Car

B 800 550

C 1225 975 
Shaft

D 1185 935

P 800 550 Door

Kg 250 250 Load

 sss s
 2PS1 2PS2

A 800 550 
Car

B 800 780

C 1280 1030 
Shaft

D 1000 980

P 800 550 Door

Kg 250 250 Load

D L - 1 C

D L - 1 L

D L - 2 P

Masonry shaft

The S – Small series allows the installation of DomusLift even in very narrow shafts. The car minimum 
dimensions (up to 580x550mm) guarantee the necessary space for free movements.
Aesthetic features are refined and smart thanks to:
• walls made of a single panel, without aluminium profile;
• wide range of finishes: plastic, painted and stainless steel laminate;
• the same accessory range as the standard model, depending on the reduced dimensions.

Same minimum headroom and pit height.

The car
push-button is 
located on one

of the walls next 
to the door.

Measures stated include an edge of about 5 to 10mm for the 
door side.

Ideal for reduced dimensions shafts
DOMUSLIFT® S



Cabinet dimensions with power unit and controller:

• 720 x 360 x h. 1500 mm (closed), 720 x 1050 x h. 1500 mm 
(open) for travels up to 12 m

• 950 x 400 x h. 1850 mm (closed), 950 x 850 x h. 1850 mm 
(open) for travels > 12 m

Glass car panel available for all car walls (car sling side excluded) 
and maximum load dimension of 1500 mm.

The DomusLift XL series was designed to meet the need for larger cars.
Thanks to its large cars, up to a maximum of 1100x1400mm, the XL series offers plenty of space and 
high load.
The special elegant features of the Domuslift range can be further enhanced by:
• all-glass panels (guide rails wall excluded);
• wide range of finishes: plastic, painted or stainless steel laminate.

Also available with two adjacent entrances.

Technical data
Travel 15 m max
Pit  120 mm min 
Headroom 2500 mm min
Load 400 Kg max (standard model)
Load 600 Kg max (special model)
No. of stops 6 max
Speed 0,15 m/s max
Rated power 2.2 kW for 400kg load models
Jack 1 or 2 pieces

 
 1C/XL

A 1100 
Car

B 1400

C 1500 
Shaft

D 1550

P 900 Door

Kg 340/400 Load

D L - 1 C / X L  
 1C/XL

A 1100 
Car

B 1400

C 1630 
Shaft

D 1660

P 900 Door

Kg 340/400 Load

D L - 1 C / X L

 
 2P/XL

A 1100 
Car

B 1400

C 1500 
Shaft

D 1520

P 900 Door

Kg 340/400 Load

D L - 2 P / X L  
 2P/XL

A 1100 
Car

B 1400

C 1630 
Shaft

D 1640

P 900 Door

Kg 340/400 Load

D L - 2 P / X L

Masonry shaft Aluminium shaft*

* The aluminium shaft solution of this model must 
undergo IGV Technical Office’s approval.

Maximum car dimensions:

A 1200 mm max
B 1500 mm max

Standard models Standard models
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DOMUSLIFT® XL
Plenty of space



Metron 780Logos 732 (5)

The colour of the original material may differ from that shown below

Colours and accessories

CAR WALLS

A19 SMA A3 A4 B1 B13

F12PPS F2SMA

Skinplate

Granit

633 605 604

Marmoleum

3182 3163 3123

CAR FLOORS

Stainless steel

Mirror 128 Satin 127 Leather 132 Linen 145 Chequered 131

Glass

Trasparent Bronze Stopsol

Plastic laminate

Coated chipboard

813 418 853 443

MirrorColouredSerigraph effect

Logos 712 (1)

G1

Austenit
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Linoleum

DL41

Black with bubbles

Rubber

Grey with bubbles Smooth greyGreenRed

Milk white

R8SME R10 V14

1696200 479 1016

2569

1026 1834

1835



CAR PROFILES, DOORS AND STRUCTURES

50235011 60103003 9010

RAL

Aluminium

Natural anodized

DOORS 

B
PANORAMIC
ALUMINIUM
Aluminium profile 
door with wide glass 
panels

FINISHES
- anodised
 aluminium
- RAL painted

E
PANORAMIC
IRON
Steel and glass 
door
 
FINISHES
- primed
- RAL painted

D
VISION PANEL

Fire-rated doors 
type:
D1 - BELGIUM
D2 - BS476 - UK

Steel and glass door

FINISHES
- primed
- RAL painted

C1
BLIND

Fire-rated doors 
type:
C2 - REI 60 
C3 - REI 120

Steel door

FINISHES
- primed
- RAL painted
- coated

Cherry Deco style white

Example of 
structure and door 
with special “wood 
effect” aluminium 

painting in cherry-
wood colour

Example of door 
with serigraph 
effect glass

Example of 
aluminium door 
with special 
“wood effect” 
painting, artistic 
glass, golden 
handle and 
pushbutton panel 
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7001

Wood effect 
painting



White BlackFirmament Spotlights

CAR LIGHTINGS

HANDRAIL DOOR HANDLE

Standard Golden

PUSH BUTTON PANELS

Standard Handrail-integrated push button 
panel

Golden

Rounded

Maxi
push-
buttons

Module

Standard
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The colour of the original material may differ from that shown below

Colours and accessories

NEW Embedded in the round
handrail with standard 
pushbuttons

NEW Embedded in the round 
handrail with maxi
pushbuttons

NEW Floral




